Plugs & Jacks

Applications

* Audio Cables and Snakes
 Amplifiers

¢ Mixing desks

« Patch panel

PRO RANGE 1/4” Phone Plug T-Series
Features / Options

 Mono or Stereo (TRS)

« Switching Plugs

« Nickel or Gold contact plating

« Straight or Right Angle

« Optional heavy duty metal backshell / boot
* Increased solder area on ground contact

* “Jaws” Cable Clamp

* Precision machined contacts

« Coloured Grommet

« JUMBO Series Plugs

PRO RANGE 1/4” Phone Plug Q-Series
Features / Options

 Mono or Stereo (TRS)

« Slimline design

« Quick and Easy to assemble

« Nickel or Gold contact plating
« Chuck style cable clamp
« Nickel or Black shell finish
* Molded backshell

MUSICIAN RANGE 1/4” Phone Plug
Features / Options

 Mono or Stereo (TRS)

« Compact Shell

« Straight or Right angle

Flexible grommet cable protection

Nickel or Gold contact plating

Satin Nickel or Black finish

Coloured Grommet
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Jaws Cable Clamp Options for T-Series*

Standard Jaws cable
clamp (Black), Cable
0.D 3mm to 6mm
(0.118” t0 0.236")

Large Jaws cable clamp
(Purple), Cable 0.D
6mm to 7mm (0.236”
t0 0.275")

*Note: Applicable to T-Series
straight cable connectors only.
Refer to page 102 for right angle
connector Jaws cable clamp
specifications.

Chuck Clamp for Q-Series

Standard Chuck clamp
(Black), Cable 0.D
3mm to 7mm (0.118”
t0 0.275")

Musician Range Cable Clamp Options

M-Series, Cable 0.D
3mm to 6.5mm
(0.118” to 0.256")

M-Series I, Cable 0.D
6.5mm to 8mm
(0.256” t0 0.315”)

1/4” PHONE
CONNECTORS

Amphenol offers two ranges of 1/4” Phone plug
connectors to satisfy the needs of the manufacturer
and the end user. The PRO — a heavy duty on-road
plug and the MUSICIAN - a solid performing
general use plug. Both series offer different features
and benefits and the most suitable type will be
determined by application, budget and personal
choice.

Ordering Codes

We have listed the more common ordering codes in
each section. Refer to our 1/4” plug product feature
matrix found on the next page for assistance on
selecting the right plug for your application.

Simple steps to g{uide you
in using this catalogue

1) Identify the product group listed in
Contents on page 1 and go directly to

that page number.

2) Each product group cover page then details
information and options available.

3) Refer to the product detail pages and identify
the product you require pictorially.

4) Read the product description column for the
products standard features.

5) Use variations column to determine
your choice.

6) Identify part number.

7) In the event the particular option you require
is not listed please refer to the part number
breakdown page at the end of each section.

8) Please contact us directly if you have any
further problems.

www.amphenolaudio.com



Plugs & Jacks

1/4” PLUG FEATURE MATRIX
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PRECISION MACHINED CONTACTS X X X X X X X X
CENTER CONTACT | 1 pc. Center Contact X X X X X X*
2 pc Press Fit Tip/Center Contact X X X X*
BARREL: | Machined Tube X X X X X
Precision Extruded Tube X X X X
JAWS CABLE CLAMP X X X X
MIN. CABLE OD | Black Jaw: 3mm/0.118” X X X X
Purple Jaw: 6mm/0.236” X X
Purple Jaw: 5.5mm/0.216” X X
MAX. CABLE 0D | Black Jaw: 6mm/0.236” X X
Black Jaw: 5.5mm/0.216” X X
Purple Jaw: 7.5mm/0.295” X X
Purple Jaw: 6.5mm/0.255” X X
CHUCK CABLE CLAMP
MIN. CABLE OD | Black Chuck: 3.5mm/0.137” X
MAX. CABLE 0D | Black Jaw: 7mm/0.275” X
STANDARD CABLE CLAMP X X X X
MIN. CABLE OD | 7.5mm/0.295” X
MAX. CABLE 0D | 6mm/0.236” X
8mm/0.315” X
8.8mm/0.345” X
10.5mm/0.413” X
BACKSHELL FINISH Satin Nickel X X X X X X X X
Black X X X X X X X X
Bright Nickel X
Bright Gold X
CONTACT MATERIAL/ Brass/Nickel (Ni) X X X X X X X X X
FINISH OPTIONS Brass/Gold over 2um (Ni) X X X X X X X X X

'Custom Series - Minimum order quantities apply. Contact us for further details.
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Plugs & Jacks

T Series Plugs

T SERIES PLUGS

Features:

 Mono or Stereo (TRS).

« Stylised shell design with Ergonomic grip.

« Straight or Right Angle.

* Robust diecast shell in Satin nickel or Black finish.

* Nickel or Gold contact plating.

* Keyed shell.

« Optional heavy duty metal backshell / boot.

* Great solderability.

* Increased solder area on ground contact.

 “Jaws” Cable Clamp.

* Precision machined contacts.

* Quick and easy assembly.

Options: Gold Contacts, Large or Small Jaws Cable Clamp, Black Shell,
Metal Backshell / Boot, Bulk Pack. Coloured grommets (ordered separately)
Part Number Breakdown: Page 97  Specifications: Page 98

PRODUCT - FIGURE DRAWING DESCRIPTION VARIATIONS PART NUMBER
1/4” (6.35mme) Standard TM2P
94 [3.685"] — | Mono Phone plug,
© g | Jaws cable clamp,
63 [2.483"] § < | Thermoplastic back- Gold Plated Contacts | TM2P-AU
— | shell,
I = Satin finish.
Q| AWMEW@ — mj Large Cable Clamp | TM2PJ
Bulk Pack TM2P BULK
1/4” (6.35mmg) Standard TM2PB
94 [3.6857] — | Mono Phone plug,
©'Q | Jaws cable clamp,
ﬁ% [2.4837] < < | Thermoplastic back- | Gold Plated Contacts | TM2PB-AU
= | shell,
=— Black finish.
M AM[PMEDO[L — mj Large Cable Clamp | TM2PBJ
Bulk Pack TM2PB BULK
1/4” (6.35mmg) Standard TS3P
94 [3.685"] — Stereo Phone plug,
oQ Jaws cable clamp,
63 [2.483"] €@ | Thermoplastic back- | Gold Plated Contacts | TS3P-AU
= shell,
= Satin finish.
D ::D Large Cable Clamp | TS3PJ
AMPHENOL —
Bulk Pack TS3P BULK
1/4” (6.35mmg) Standard TS3PB
94 [3.685"] — Stereo Phone plug,
o Q | Jaws cable clamp,
63 [2.483"] © © | Thermoplastic back- | Gold Plated Contacts | TS3PB-AU
S 2 shell,
— Black finish.
j u::ﬂ:] Large Cable Clamp | TS3PBJ
AMPHENOL e
Bulk Pack TS3PB BULK

AR S §@ AMPHENOL
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Plugs & Jacks

T Series Plugs
PRODUCT - FIGURE DRAWING Dimensions in mm (inches) | DESCRIPTION VARIATIONS PART NUMBER
1/4” (6.35mmg) Standard TM2PN
Mono Phone plug,
Jaws cable clamp,
94 [3.6857] o5 | Metal backshell, Gold Plated Contacts | TM2PN-AU
63 [2.483"] gg Satin finish.
J = Large Cable Clamp TM2PNJ
AMPUENOL ) ) Z
Bulk Pack TM2PN BULK
1/4” (6.35mmg) Standard TM2RJ
6151242 Mono Phone plug,
/ ’ / =] Right angle,
|\'\ Jaws cable clamp*,
— Thermoplastic back-
shell,
T i Satin finish. Gold Plated Contacts | TM2RJ-AU
1/4” (6.35mmg) Standard TM2RBJ
61512421 Mono Phone plug,
KV — Right angle,
\'\ Jaws cable clamp*,
= Thermoplastic back- | Gold Plated Contacts | TM2RBJ-AU
shell,
Black finish.
® Bulk Pack TM2RBJ BULK
t15 12001 1/4” (6.35mmg) Standard TS3RJ
Stereo Phone plug,
T7 — Right angle,
— Jaws cable clamp*,
— Thermoplastic back-
1 shell,
= T 1 Satin finish. Gold Plated Contacts | TS3RJ-AU
615 [242] 1/4” (6.35mmg) Standard TS3RBJ
Stereo Phone plug,
/P/ — Right angle,
— Jaws cable clamp*,
Thermoplastic back-
il shell,
o T 1 Black finish. Gold Plated Contacts | TS3RBJ-AU

*NOTE: Refer to page 102 for Jaws cable clamp specifications applicable to right angle connectors.
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Plugs & Jacks

T Series (Jumbo) Plugs

T SERIES (JUMBO) PLUGS

Features:

« JUMBO Cable clamping capacity

* Suits Cable OD 7.5mm (0.295”) to 10.5mm (0.413")
* Mono or Stereo (TRS).

« Stylised shell design with Ergonomic grip.

* Robust diecast shell in Satin nickel or Black finish.
« Nickel or Gold contact plating.

* Keyed shell.

« Great solderability.

* Increased solder area on ground contact.

* Precision machined contacts.

* Quick and easy assembly.

Options: Gold Contacts, Bulk Pack
Specifications: Page 102

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
1/4” (6.35mma) Standard JM2P
JUMBO Mono
94 [3.690"]— Phone plug,
. Thermoplastic back-
- 63 [2:489°] v | shel, Gold Plated JM2P-AU
— L | Satin finish. Contacts
AMPHENOL ] 2d
= } Bulk Pack JM2P BULK
1/4” (6.35mma) Standard JM2PB
JUMBO Mono
94 [3,690"] Phone plug,
» Thermoplastic back-
63 [2.489
fraee] y shell, Gold Plated JM2PB-AU
j =:I[ — | Black finish. Contacts
AMPHENOL == 22
] =
1
1/4” (6.35mma) Standard JS3P
JUMBO Stereo
94 [3690" ] — o Phone plug,
—— 63 [2‘489»]—> Thel’moplastlc back-
| shell,
| — | Satin finish.
AMPHENOL == %’g Gold Plated JS3P-AU
= — Contacts
— |
f
1/4” (6.35mma) Standard JS3PB
JUMBO Stereo
94 [3.690" ] —— = Phone plug,
-~ 63 [2.489"] . Thermoplastic back-
i shell,
— — | Black finish.
@ ] 2 Gold Plated JS3PB-AU
1 = Contacts
S— |
t

NOTE: Contact factory for availability of metal backshells.

AR S §@ AMPHENOL
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Plugs & Jacks

T Series (Jumbo) Plugs
PART NUMBER BREAKDOWN
T-SERIES (PRO RANGE)
NN
«\“\5 & &
& & *@}“’%@ (,\Qé\\\ &
) y & s‘*&/ @é& Q‘&h

E.G. TS3PBMJ-AU BULK
T (Series Prefix), $3(Stereo), Plug Black, Metal Nut (Black), J (Large Jaws),

- AU (Gold Plated Contacts), Bulk Packaged.
SERIES PREFIX T = Series Prefix
CONTACT TYPE M1 = Switch Plug
M2 = 2 Pole (mono)
S3 = 3 Pole, tip/ring/sleeve (stereo)
SHELL TYPE P = Plug Satin Nickel
AND FINISH
PB = Plug Matt Black
R = Right Angle Plug Satin Nickel
RB = Right Angle Plug Matt Black
BACKSHELL TYPE | Blank = Plastic Nut
M = Metal Nut - Black
N = Metal Nut - Satin Nickel
CABLE CLAMP Blank = Small Jaws
J = Large Jaws
CONTACT PLATING | Blank = Nickel Plated Contacts (Standard)
AU = Gold Plated Contacts
PACKAGING Blank = Individual Bags
BULK = Bulk Packed
ISO VIEW OF TM2P SHELL INSERT [] CABLE ] BOOT

ASSEMBLY CLAMP ASSEMBLY

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888 LA LL L@ AMPHENOL




Plugs & Jacks

T-Series SwitchPlug

T-SERIES SWITCHPLUG

The Amphenol T series SwitchPlug uses a unique 360 degree
precision sliding helical spring contact design to quietly and
accurately switch the signal circuit safely to ground during instru-
ment changes under load, thereby avoiding annoying thumps,
pops and squeals. The sliding ring contact self-cleans every time
the plug is connected preventing excessive build up of oxidization
and contamination. Activation is directly off the jacks full front face
assuring a positive reference point every time, and as it works
instantaneously on the main circuits there is no need for the use of
magnets or other elaborate switching mechanisms.

WARNING!
For use with

instrument (guitar)
applications only.

Part Number Breakdown: Page 97
Specifications: Page 102

=—303[1193"]

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
1/4” (6.35mma) Standard TM1P
Switch Phone plug,
B Jaws cable clamp,
) 2 Thermoplastic
98613883'] = backshell, Gold Plated TM1P-AU
b— 303 [1194"] — s Satin finish Contacts
e =
— Large Cable Clamp | TM1PJ
1/4” (6.35mma) Standard TM1PB
Switch Phone plug,
B Jaws cable clamp,
) g Thermoplastic
98.613.883'] = backshell, Gold Plated TM1PB-AU
— 303 [1194"] —= s Black finish Contacts
~ G| Ametano> =
— Large Cable Clamp | TM1PBJ
615(2.420") B 1/4” (6.35mma) Standard TM1RJ*
& Switch Phone plug,
1T — T 1 ¢ Right angle,
— L1 = Jaws cable clamp*,
i Thermoplastic
S backshell,
= Satin Finish Gold Plated TM1RJ-AU*
2 L P Contacts
|
61512.420") B 1/4” (6.35mma) Standard TM1RBJ*
& Switch Phone plug,
T — T 7 & Right angle,
= 1) = Jaws cable clamp*,
Thermoplastic
% % backshell,
= Black Finish Gold Plated TM1RBJ-AU*
2 Contacts

*NOTE: Refer to page Page 102 for Jaws cable clamp specifications applicable to right angle connectors.

AR S §@ AMPHENOL
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Plugs & Jacks

T-Series SwitchPlug

SwitchPlug - User Instruction

A Use with instrument (guitar) cables only.
DO NOT connect to amplifier output.

CAUTION!  Equipment damage may result from incorrect use.

“'uf/' o*r—

INCORRECT CORRECT

SwitchPlug - Technology*

Z 7 11 v\ N\

*US Patent No. 8,162,697

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888 UL D@ AMPHENOL




Plugs & Jacks

Q Series Plugs

Q SERIES PLUGS

Features: Clamp Info:

i ‘ﬂ/ « Mono or Stereo (TRS)
=l « Slimline design

1(‘ * Quick and Easy to assemble
) s R « Nickel or Gold contact plating
=\ '  Chuck style cable clamp
..f\\’/g . § * Nickel or Black shell finish
— « Molded backshell

,é.m Options: Gold Plated Contacts, Standard Chuck clamp

Black Shell, Bulk Pack. (Black), Cable 0.D
3mm to 7mm

Specifications: Page 102 (0.1187 10 0.2757)

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER

1/4” (6.35mmp) Standard Qm2p
Mono Phone plug,
Chuck cable clamp,
Molded boot,

Satin Finish

83 [3.266"]
53 [2.073"] ——]

o14
[0.549"]

1/4” (6.35mmg) Gold Plated QM2PB-AU
Mono Phone plug, Contacts
Chuck cable clamp,
Molded boot,

Black Finish

83 [3.266"]
53 [2.073"]———

014
[0.549%]

1/4” (6.35mmp) Standard QS3P
Stereo Phone plug,
Chuck cable clamp,
Molded boot,

Satin Finish

83 [3.266"]

53 [2.073"]———

Enll

ol4
[0.549"]

1/4” (6.35mmg) Gold Plated QS3PB-AU
Stereo Phone plug, Contacts
Chuck cable clamp,
Molded boot,

Black Finish

83 [3.266"]

53 [2.073"]——

Enll

014
[0.549"]
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Plugs & Jacks

Q Series Plugs

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER

1/4” (6.35mmg) Standard QM2R
- Mono Phone plug,
Right angle

ﬂ = Chuck cable clamp,

4 U Amphencl D) Molded boot,

) Satin Finish

49 4
49.4-

1/4” (6.35mma) Gold Plated QM2RB-AU
Mono Phone plug, Contacts
Right angle

Chuck cable clamp,
Molded boot,

Black Finish

30.6 MAX.

1/4” (6.35mmg) Standard QS3R
Stereo Phone plug,
655 Right angle

Chuck cable clamp,

—— M=
%FU = Molded boot,
Amphenol H — Satin Finish

1/4” (6.35mmg) Gold Plated QS3RB-AU
Stereo Phone plug, Contacts
Right angle

Chuck cable clamp,
Molded boot,

Black Finish

30.6 MAX.

BREAK AWAY FOR CABLE
OD RANGE FROM 5-7mm

CABLE CLAMP

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +613 8796 8388 [EUERZINVERIe AMPHENOL | n



Plugs & Jacks

Q Series Plugs

1/4” PHONE PLUG TECHNICAL DATA

VALUE
Straight | Right Angle Jumbo
GENERAL Number of Contacts 3 Pole Tip Ring Sleeve (Stereo)
CHARACTERISTICS Termination Solder
Max. Wire Gauge - Stranded Wire zsppocife(('\g?enroe;éxvﬁé ?81 15r:1nnT
Flammability rating of insulating plastics UL94V-0
Solderability, complies with IEC 68-2-20
Environmental Complies with EU RoHS 2 Directive 2011/65/EU
ELECTRICAL Current Carrying Capacity 10A (Depends on Mating Connector and Cable)
CHARACTERISTICS Typical Contact Resistance Depends on Mating Connector
Insulation Resistance (initial) >2GQ
After Damp Heat Test =1GQ
Dielectric Withstand Voltage ZSPISLTG: .11.5kl\</vd(ic
CLIMATIC Protection Class IP40
CHARACTERISTICS Operating Temperature -25°C to +75°C (-13°F to + 167°F)
MECHANICAL Insertion and Withdrawal Force =>10N - <30N
CHARACTERISTICS Weignt Thermoplastic Backshell 289 (0.061lb)
Metal Backshell 35g (0.0771b)
Typical Cable Retenton Force 22kg to 44kg (50Ib to 100Ib) - Dependent on cable material and diameter.
Standard Jaw (T-Series) (OﬁTén ig grggnﬁ) (03;n1n§t ?Osfgqrgn) N/A
. Large Jaw (T-Series) (ogg]f;n o grg;]s) (E(S)SZTGT o 8:2;"5”3) NA
Standard Clamp (Q-Series) 3.5m£n o 7mm" N/A N/A
(0.137" t0 0.275")
s 0 s
Mechanical Operations 1000
MATERIALS Connector Shell Material Diecast Zinc Alloy EZDA No.3
Shell Finish Satin Nickel or Black Polyester
Insulators UL94 V-0 PBT Resin or Modified PPE Resin - Black
Boot / Backshell UL94 V-0 PBT Resin or Modified PPE Resin - Black or Metal CuZn39P3
Cable Clamp UL94 V-0 PBT Modified PPQ Resin - Black
Cable Bushing Santoprene
Contacts / Plating Brass/Ni or Au over 2um Ni

1 Approximate weight only, does not include packaging. Please contact us for exact weight for shipping purposes.

n ENTERTAINMENT ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888
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Plugs & Jacks

Musician Series Il Plugs

MUSICIAN SERIES I
PLUGS

Features:

 Mono or Stereo (TRS).

 AX Series inspired shell design.

* Large cable 0.D. Entry to 8mm (0.315”)

* Robust diecast shell in Satin nickel
or Black finish.

Clamp Info:

« Nickel or Gold contact plating. - ‘\\J
* Flexible grommet cable protection. ~
 Improved solderability.

* Precision machined contacts. Cable 0.D 6.5mm to 8mm

« Standard or Bulk packaging. (0.256" t0 0.315")

Options: Black Shell, Gold contacts.
Coloured grommets (ordered separately)

Specifications: Page 112

PRODUCT DRAWING pimensions in mm (inches) DESCRIPTION VARIATIONS | PART NO.
1/4” (6.35mmg) Standard ACPM-KN
79 [3.115" ] ———————= — | Mono Phone plug,
o "0 | Diecast Shell,
49 [1.922"]— | 2D | satn inish,
.2 | Flexible grommet.
= Gold Plated ACPM-KN-AU
D’ Contacts
=
1/4” (6.35mmg) Standard ACPM-KB
” — | Mono Phone plug,
7 A1
9 [31187] uoi‘; Diecast Shell,
49 [1.922"]—=| 29| Blackfinish,
S =, | Flexible grommet.
= Gold Plated ACPM-KB-AU
Contacts
D E
=
1/4” (6.35mmg) Standard ACPS-KN
79 [3115"]——— = | Stereo Phone plug,
00,:; Diecast Shell,
49 [1.922"]— = 20| Satin finish,
S =, Flexible grommet.
= Gold Plated ACPS-KN-AU
Contacts
Armphencl )
=
1/4” (6.35mmg) Standard ACPS-KB
79 [3.118" ] ——— = — | Stereo Phone plug,
@ Q| Diecast Shell,
49 [1.922°]—=f T2 | Black finish,
— | Flexible grommet.
= Gold Plated ACPS-KB-AU
Amphenol  — Contacts

*NOTE: Refer to page 103 for Jaws cable clamp specifications applicable to right angle connectors.

www.amphenolaudio.com
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Plugs & Jacks

Musician Series Il Plugs

Dimensions in mm (inches) 0
PRODUCT DRAWING DESCRIPTION VARIATIONS | PART NO
” 1/4” (6.35mmg) Standard ACPM-TN
61 [2.4027] Mono Phone
[] > = plug, Right angle,
Amphenol (— Diecast Shell,
N = A Satin finish,
3 Flexible grommet. | Gold Contacts | ACPM-TN-AU
— o
0 o
N o ™
- < - o
© o Bulk Pack ACPM-TN BULK
3 ]
|
N 1/4” (6.35mmg) Standard ACPM-TB
61 [2.4027] Mono Phone
[| = plug, Right angle,
Amphenol () Diecast Shell,
\ Nﬂ = . Black finish,
] T Flexible grommet. | Gold Contacts | ACPM-TB-AU
— o
S =
N 5 >
- < - o
© o Bulk Pack ACPM-TB BULK
3 S
|
61 [2.402" | ———= ;{4 (6.35mmg) | Standard ACPS-TN
ereo Phone
——" plug, Right angle,
Amphenol Diecast Shell,
ﬁ\ﬂ —_ Satin finish,
] e Flexible grommet. | Go|d Contacts | ACPS-TN-AU
— 2
i o
N 5 "
=g - 9
©> = BukPack | ACPS-TNBULK
3 2 |
|
61 [2.402"]——= 1/4” (6.35mmo) | Standard ACPS-TB
Stereo Phone
———- = plug, Right angle,
Amphenol () Diecast Shell,
ﬂﬂ D) = — Black finish,
| p Flexible grommet. | Gold Contacts | ACPS-TB-AU
— o
2 o
N > 2
=2 - 9
©° = BulkPack | ACPS-TB BULK
3 2 |
|

n CRE BN ToAMPHENOL | ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888

www.amphenolaudio.com




Features:

* Mono or Stereo (TRS).

« Stylish shell design.

* Robust diecast shell in Satin nickel or
Black finish.

« Nickel or Gold contact plating.

* Flexible grommet cable protection.

 Improved solderability.

* Precision machined contacts.

« Standard or Bulk packaging.

* Cable OD Entry to 6.5mm (0.256")

Options: Black Shell, Gold contacts.
Coloured grommets (ordered separately)

Specifications: Page 116

Plugs & Jacks

Musician Series Il Plugs

Clamp Info:

Cable 0.D 3mm to 6.5mm
(0.118” t0 0.256”)

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
79 [3.115"] — | 1/4” (6.35mmg) Standard ACPM-GN
. 2 Mono Phone plug,
49 [1.922"]——= S5 | Digcast Shell,
Satin finish,
E: HD Flexible grommet. Gold Plated Contacts | ACPM-GN-AU
¢ | Amphenol
Bulk Pack ACPM-GN BULK
79 [3.4157] — | 1/4” (6.35mmg) Standard ACPM-GB
: 22 Mono Phone plug,
49 [1.922"]———= S5 | Diecast Shell,
Black finish,
@]ﬂ Flexible grommet. Gold Plated Contacts | ACPM-GB-AU
Bulk Pack ACPM-GB BULK
76 [5.115°] — | 1/4” (6.35mmg) Standard ACPS-GN
. 2% | Stereo Phone plug,
49 [1.922"] ——= S5 | Digcast Shell,
Satin finish,
Wﬁi E Flexible grommet. Gold Plated Contacts | ACPS-GN-AU
Amphenol
Bulk Pack ACPS-GN BULK
79 [3.1157] — | 1/4” (6.35mmg) Standard ACPS-GB
. o3 Stereo Phone plug,
49 [1.922"] S | Diecast Shell,
Black finish,
Flexible grommet. Gold Plated Contacts | ACPS-GB-AU

Bulk Pack

ACPS-GB BULK

www.amphenolaudio.com
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Plugs & Jacks

Musician Series Il Plugs

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION TYPE PART NUMBER

1/4” (6.35mmg) Standard ACPM-RN
T Mono Phone plug,
= Right angle, Diecast
L2 Shell, Satin finish,
% E Flexible grommet. Gold contacts ACPM-RN-AU
i ° \ Bulk Pack ACPM-RN BULK
o1 (2402 1/4” (6.35mma) Standard ACPM-RB

all

Mono Phone plug,

‘ f - Right angle, Diecast
o ) Shell, Black finish,
3% o g Flexible grommet. Gold contacts ACPM-RB-AU
i < ‘ Bulk Pack ACPM-RB BULK
1 [2.4027] »
1/4” (6.35mmg) Ste- | Standard ACPS-RN

=]

reo Phone plug, Right
angle, Diecast Shell,

g, 55 Satin finish, Flexible | 6o1g contacts AGPS-RN-AU
=z e grommet.
% 3 ‘ Bulk Pack ACPS-RN BULK
gW [2.402"] »
T 1/4” (6.35mmg) Ste- Standard ACPS-RB
P reo Phone plug, Right
(R R angle, Diecast Shell,
8, 5o Black finish, Flexible | Go1d contacts ACPS-RB-AU
= =g grommet.
g 2 | Bulk Pack ACPS-RB BULK
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Plugs & Jacks

Musician Series Il Plugs

PART NUMBER BREAKDOWN
M / M SERIES Il (MUSICIAN RANGE)

www.amphenolaudio.com

ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888

@
r &é é\ (@‘9 Q@@ ) &{_3\ @‘%‘9\ &Q
DA A A N
ACP | S | G |B|-| AU BULK
E.G. ACPM-GB-AU BULK
ACP (Series Prefix), Male, G(Shell Type), Black,
- AU (Gold Plated Contacts), Bulk Packaged.
SERIES PREFIX ACP Series Prefix
CONTACT TYPE M 2 pole (Mono)
S 3 pole Tip/Ring/Sleeve (Stereo)
SHELL TYPE G M Series Straight
K M Series Il Straight
R M Series Right Angle
T M Series I Right Angle
SHELL FINISH N Satin Nickel
B Matt Black
CONTACT PLATING | Bjank Nickel Plating
AU Gold Plated
PACKAGING Blank Individual Bags
BULK Bulk Packed

(3R L @ AMPHENOL




Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

Applications

* Audio Cables and Snakes
 Amplifiers

* Speakers

 Mixing desks

» Rack mount equipment

« Patch panel

Features / Options — OEM RANGE
Phone Jack

* Mono or Stereo (TRS)

« Stackable (Piggy back) mounting

« Vertical or horizontal PCB mount

« Mono and Stereo switched contacts
« Solder contacts

» Combo Contacts

¢ Metal nut

* Plastic Nut

e 1/4” (6.35mm)

¢ 3.5mm

 Dual 1/4”(6.35mm) and 3.5mm

« EMI Shielding plates

* Metal Mounting threads

« Plastic Mounting threads

« Chassis Ground connections

« Half, Full or No threads

 Grounded or Isolated Jacks

1/4” Phone Jack Grounding/
Shielding Options

1/4” Shielding Plate

n CRE BN ToAMPHENOL | ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888

1/4” / 3.0MM
PHONE JACK
CONNECTORS

Amphenol phone connectors are available

in 1/4” (6.35mm) and 3.5mm jack sockets
or dual jack socket versions featuring
combinations of both sizes. The standard
heavy duty contacts provide excellent signal
performance and the rugged designs excel in
professional audio applications.

Our wide range of options ensures we have the
connector to suit your specific requirements.
Custom jacks can also be developed to suit
unique applications on request.

Ordering Codes

We have listed the more common ordering codes
in each section. Please contact us if you need
any further assistance.

Simple steps to guide you
in using this catalogue

1) Identify the product group listed in
Contents on page 1 and go directly to
that page number.

2) Each product group cover page then details
information and options available.

3) Refer to the product detail pages and identify
the product you require pictorially.

4) Read the product description column for the
products standard features.

5) Use variations column to determine
your choice.

6) Identify part number.

7) In the event the particular option you require
is not listed please refer to the part number
breakdown page at the end of each section.

8) Please contact us directly if you have any
further problems.

www.amphenolaudio.com



Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

Features:

« 3.5mm and 6.35mm (1/4”) options

* Mono or Stereo (TRS)

« Single or Dual mounting

« Vertical or Horizontal PCB mount

« Mono and Stereo with switching contacts
 Solder or Combo contacts

« Various mounting option

Schematic Chart: Page 114
Panel Cutouts: Page 113
PCB Footprints: Page 115
Specifications: Page 117

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
3.5MM PHONE JACKS 3.5mm Jack, Mono ACJM-NH35
g Horizontal PCB,
D R NN . .
o:::l [[E]] 6 =5 Plastic housing,
pi— e E 5 Metal entry bore
RN 1 Stereo ACJS-NH35
I _I_ S | N |
3 [ 118" ] =t 35 6.8 [.267"]
=l 26,4 [1.039"]}e- 2
. 3.5mm Jack, Vertical Refer to Schematic | ACJM-NV35-2
20 [oaslm N B PCB mount, Needle Chart on page 114
.r 23[9 g 2 eye contacts, Plastic ACJM-NV35-28
housing, Metal entry ACJS-NV35-3
:I bore
LI‘” o °5"‘:| ACJS-NV35-3S
30.4 [1.195%]
ACJS-NV35-5
3.5mm Jack, Vertical | Refer to Schematic | ACJM-MV35-2
24 [939"] = )
4 159" ]__ :‘%Afﬂ'ﬁm PCB mount, Needle Chart on page 114 ACIV-MV35-2S
eye contacts, Plastic - -
e i m*: housing, Metal thread ACJS-MV35-3
[Q51'] [o 39‘] — < | and entry bore
ﬁ ’ = = = ACJS-MV35-35
uwa VETAL
NUT 25mm THICK ACJS-MV35-5
3.5mm/1/4” Mono ACJM-MHD985
33 [1.518"]. e iSER 16
e e (6.35mmo) Dual
1O0 é () - * Phone Jack,
— - .= (Piggyback),
H Horizontal PCB, Plastic | Stereo ACJS-MHD985
J e -8 housing, Metal nut and
257 [ entry bore
3 (L3607} 3.5mm/1/4” Refer to Schematic | ACJM-MVD985-2
24 [951°]. (6.35mm@) Dual Chart on page 114
Phone Jack, Vertical ACJM-MVD985-25
PCB mount, Needle
@ :‘ eye contacts, Plastic ACJS-MVDI8SE-3
SOE viEw housing, Metal nut ACJS-MVD985-3S
—LZ;7 l[f:‘lH and entry bore
ACJS-MVD985-5
1/4” PHONE JACKS HORIZONTAL 1/4” (6.35mmpg) Mono ACJM-HHDR
oy [35 013197 Phone Jack, Horizontal
[,3‘58"]‘{'_’\ T Snap-fit PCB, Plastic
— housing, Half thread,
= Metal entry bore. Stereo ACJS-HHDR
S8 Supplied without
mounting hardware.

www.amphenolaudio.com
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Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER

[1.31 Q'JT

1/4” (6.35mmg) Mono ACJM-MHDR
Phone Jack, Horizontal
Snap-fit PCB, Plastic

housing, Metal nut and
entry bore Stereo ACJS-MHDR

%
e
16.0

T [e307] T

(4

1/4”(6.35mmg) Phone | Mono ACJM-MHDRM
Jack, Horizontal
Snap-fit PCB, Plastic
housing, Metal thread,
nut, washer and entry | Stereo ACJS-MHDRM
bore

1/4” (6.35mmp) Offset | Refer to Schematic | ACJM-HHOP

24.3
L o [ Les ]“ Jack, Horizontal PGB | Chart on page 114
RN = mount, Plastic housing
LERNS I:w] and entry bore with
Al 3 o o _I Half thread. Supplied ACJS-HHOP
. 1S + o [.350"] [.8417] without mounting

hardware.
o .3 1/4” (6.35mmg) Offset | Refer to Schematic | ACJM-HHOP-1
o8 I. 195771 Jack, Horizontal PCB Chart on page 114
= 1174 1l mount, Plastic housing
and entry bore with
Half thread. Supplied ACJS-HHOP-1
without mounting
hardware.

1/4” (6.35mmg) Mono - Plastic Nut | ACJM-PHOP
Offset Jack, Horizontal
PCB mount, Plastic Mono - Metal Nut ACJM-MHOP
housing, thread and
entry bore Stereo - Plastic Nut | ACJS-PHOP

Stereo - Metal Nut ACJS-MHOP

l— Cosr] 1/4” (6.35mmg) Offset | Refer to Schematic | ACJM-PHOP-1
,“ Jack, Horizontal PCB | Chart on Page 110

mount, Plastic housing, PHOP - Denotes ACJM-MHOP-1

:W thread and entry bore. Plastic Nut

21,36 Non-switching sleeve ACJS-PHOP-1
8 | : contact with separate | MHOP - Denotes
L-e207] grounding to panel. Metal Nut ACJS-MHOP-1

1/4” (6.35mmg) Mono - Metal Nut ACJM-MHOM
Offset Jack, Horizontal
PCB mount, Plastic
housing, Metal thread
and entry bore with Stereo - Metal Nut ACJS-MHOM
Chassis ground con-
nection

1/4” (6.35mmg) Mono - Plastic Nut | ACJM - PH
Jack, Horizontal PCB
mount, Plastic housing
with metal insert

| 200 |
el 7V e

Mono - Metal Nut ACJM - MH

T

n ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888 www.amphenolaudio.com




Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER

24.8 [.976"]
8.0 [.315"]T:
) H Eﬁﬂﬁ

1/4” (6.35mmg) Stereo - Plastic Nut | ACJS - PH
Jack, Horizontal PCB
mount, Plastic housing
with metal insert

15.3
[.6027]
20.0

T [L787TT

J

Stereo - Metal Nut ACJS - MH

1/4” (6.35mmg) Mono - Plastic Nut | ACJM-PHR
Jack, Horizontal
Snap-fit PCB mount, Mono - Metal Nut ACJM-MHR
Plastic housing with
metal insert Stereo - Plastic Nut | ACJS-PHR

15.3
[.602"]
200

= [787 ]

Stereo - Metal Nut ACJS-MHR

1/4” (6.35mmg) Mono - Plastic Nut | ACJM-PC
Jack, Combination

}
iy H o‘: Horizontal PCB and Mono - Metal Nut ACJM-MC
53 oj|0{{0 ] =3 .
‘r ~Z | Solder lug, Plastic
f housing with Stereo - Plastic Nut | ACJS-PC
metal insert

Stereo - Metal Nut ACJS-MC

1/4” (6.35mmg) Jack, | Mono - Plastic Nut | ACJM-PHS
Solder Lug, Plastic
housing with metal Mono - Metal Nut ACIM-MHS
insert

Stereo - Plastic Nut | ACJS-PHS

Stereo - Metal Nut ACJS-MHS

1/4” (6.35mmg) Jack, | Mono ACJM-IHS
Solder Lug, Plastic
housing and Bezel with
threaded Metal nut.

Stereo ACJS-IHS
1/4” (6.35mmg) Jack, | Mono ACJIM-H
Horizontal PCB mount,
Plastic housing and
Bezel with threaded
Metal nut. Stereo ACJS-IH
1/4” PHONE JACKS HORI 1/4” (6.35mmg) Dual Mono ACJM-MHDC
o1 1385 [13197] Phone Jack (Compact
(1 Eﬂtﬂtfﬂ Piggyback), Horizontal
o WA D Snap-fit PCB, Plastic
| O] housing, Metal nutand | Stereo ACJS-MHDC
m entry bore
1/4”(6.35mmg) Dual Mono ACJM-MHDCM

Phone Jack (Compact
Piggyback), Horizontal
Snap-fit PCB, Plastic

housing, Metal thread, | Stereo ACJS-MHDCM
nut and entry bore

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +613 8796 8388 [EUERZINVERIe AMPHENOL |




Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
I 1/4” (6.35mmg) Mono ACJM-MHD
[‘W% T Dual Phone Jack
ol nae (Piggyback) Horizontal

&2 olEEE Snap-fit PCB, Plastic
L;L”m@@ 18 housing, Metal nut and | Stereo ACJS-MHD
88 entry bore

o1 335 [1.3197]
[.358"] F '1

AAA
'E’E&UE{HE{] Il
Sl

T 1/4”(6.35mmg) Dual Mono ACJM-MHDE
Phone Jack  (Pig-
gyback) Shielding plate,
Horizontal Snap-fit PCB,
Plastic housing, Metal Stereo ACJS-MHDE
nut and entry bore

[@m o
o
16.0
™ [.630"1

1/4”(6.35mmg) Dual Mono ACJM-MHDM
Phone Jack (Pig-

gyback), Horizontal
Snap-fit PCB, Plastic
housing, Metal thread, | Stereo ACJS-MHDM
nut, washer and entry
bore

1/4”(6.35mmg) Dual Mono ACJM-MHDEM
Phone Jack (Piggy-
back), Shielding plate
Horizontal Snap-fit
PCB, Plastic housing, Stereo ACJS-MHDEM
Metal thread, nut and
entry bore

1/4” PHONE JACKS VERT 1/4” (6.35mm@) Jack, | Refer to Schematic | ACJM-PVB-2
Vertical PCB mount, Chart on page 114

Plastic housing, ACJM-PVB-28
£~ | nutand entry bore ACJS-PVB-3
—

_ A ACJS-PVB-3
[0S, o e L AGJS-PVB
A B B -5

1/4” (6.35mmg) Jack, | Refer to Schematic | ACJM-MIV-2

7 [,280°] Vertical PCB mount, Chart on page 114
— Needle eye contacts, ACIM-MIV-2S
= (=1 Plastic thread, ACJS-MIV-3
=1t Metal nut and insert
o ss L ACJS-MIV-38
la—24 [.945"]=]
‘ ACJS-MIV-5
24 Los5"] 1/4” (6.35mmg) Jack, | Refer to Schematic | ACJM-MN-2
: . Vertical PCB mount, Chart on page 114
F 7 L2re] Needle eye contacts, ACJS-MN-3
N : Star washer, Metal nut ACJM-MN-25
© g}i and insert
— ACJS-MN-3S
ACJS-MN-5
24 [.0457] 1/4” (6.35mmg) Refer to Schematic | ACJM-MV-2
’ ) Jack, Vertical PCB Chart on page 114
7 [-278°] mount, Metal nut ACIM-MV-2S
g@ f(@' E:g and insert ACJS-MV-3
9 N ACJS-MV-3S
1
ACJS-MV-5
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Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

PRODUCT - FIGURE DRAWING Dimensions in mm (inches) DESCRIPTION VARIATIONS PART NUMBER
% 1/4” (6.35mmg) Refer to Schematic | ACJM-MVS-2
355 [1,398"] [.622°] 05 [.020°] | jack, Solder Lug, Chart on Page 110
. f L] 4 Metal nut ACJM-MVS-28
© 4 o N N )
B g g and insert ACJS-MVS-3
<2 285 [11227] :ﬁ ' 2 [,0877] AGJS-MVS-35
ACJS-MVS-5
-FRONT VIEW
295 ACJM-MV o ACJM/S-PH PP ACJM-MHD ACJM-MHDR
[e.3747] ACJS-MV [0.433"] ACJM/S-MH ACJS-MHD foaar] ACJS-MHDR
ACJM-MN-2 AGJW/S-PC — ACJM-MHDE ACJS-HHDR
ACJS-MIN-3 ACJM/S-MC 58 ACJS-MHDE
ACJM-MN-28 ACJM/S-PHR gy
ACJS-MN-38 ACJM/S-MHR 22
ACJS-MN-5 ACJM/S-PHS
+ Panel cutout CL :gjg’mv =+ Panel cutout CL ACJM/S-MHS + Panel cutout CL + Panel cutout CL
ACJM-MVS
ACJS-MVS
>o6 | ACJM-NH35 >o6 | ACJM-NV35-2 s (455 ACJS-MHDC e ACJS-IH
[.2367] | ACJS-NH35 [.236"] | ACJM-NV35-28 i ACJM-MHDC ACJM-IH
ACJS-NV-35-3 N ACJS-IHS
ACJS-NV-35-3S £ ACJM-IHS
ACJS-NV-35-5 £
ACJM-MV35-2 e e B
ACJM-MV35-28 o
+ Ponel cutout CL + Panel cutout CL ACJS-MV-35-3 + Panel tutaut (L + Panel cutout CL
ACJS-MV-35-38
ACJS-MV-35-5
- ACJS-MHD985 010 ACJS-MHOM o2 ACJS-MHOP s L) ACJS-MVD85
ACJM-MHD985 [.3947] ACJM-MHOM [.441"] ACJS-PHOP y ACJM-MVD985
1 ACJM-MHOP P
ACJM-PHOP 2
= ACJS-MHOP-1 2
% ACJS-HHOP-1 o8 23] B,j
>06 [.236%] + Ponel cutoul CL + P, L ACJS-PHDP-1 + Ponel cutout €L
onel cutout ACJM-PHOP-1
ACJM-MHOP-1
ACJM-HHOP-1
ACJM-HHOP
ACJS-HHOP

21200
47]

+ Ponel cutout CL

www.amphenolaudio.com

ACJM-PVB-2
ACJM-PVB-28
ACJS-PVB-3
ACJS-PVB-38
ACJS-PVB-5
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Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

SCHEMATIC CHART

PART NO. ACJM-MV35-2 ACJM-MV35-2S ACJS-MV35-3 ACJS-MV35-3S ACJS-MV35-5
ACJM-MN-2 ACJM-MN-2S ACJS-MN-3 ACJS-MN-3S ACJS-MN-5
ACJM-NV35-2 ACJM-NV35-2S ACJS-NV35-3 ACJS-NV35-3S ACJS-NV35-5
ACJM-PVB-2 ACJM-PVB-2S ACJS-PVB-3 ACJS-PVB-3S ACJS-PVB-5
ACJM-MV-2 ACJM-MV-2S ACJS-MV-3 ACJS-MV-3S ACJS-MV-5
ACJM-MVS-2 ACJM-MVS-28 ACJS-MVS-3 ACJS-MVS-3S ACJS-MVS-5
ACJM-MIV-2 ACJM-MIV-2S ACJS-MIV-3 ACJS-MIV-3S ACJS-MIV-5
4 4 4
v v VI o5
GENERAL 5 5 5
SCHEMATIC A s N A5 3 AV D
1 1 o 1 o 1 o 1
PART NO. ACJM-MVD985-2 ACJM-MVD985-2S ACJS-MVD985-3 ACJS-MVD985-3S ACJS-MVD985-5
S T
; 10
7 7
A o8 8 A o8 A_:g 8 A_:g 8
SCHEMATIC 06 06 o6 06 06
—0 4 f—o0 4 ,—:g 4
2 2 g
A o3 AL 2% A o3 AL 2% AL 0%
o1 ol ol of ol
PART NO. ACJM-HHOP-1 ACJS-HHOP-1 ACJM-HHOP ACJS-HHOP
ACJM-PHOP-1 ACJS-PHOP-1 ACJM-PHOP ACJS-PHOP
ACJM-MHOP-1 ACJS-MHOP-1 ACJM-MHOP ACJS-MHOP
VA g R
R VI R
GENERAL " i N iy
SCHEMATIC I AN N N
S S oS o S
iMf—o6 | Wf—o6 L sN Lo sN

n CRE BN ToAMPHENOL | ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888
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PCB FOOTPRINT

- CONNECTOR SIDE OF PCB

6.38 [ 2517]
0.56 [.022"] =
6.38 [.251"] ~ T

ey
i)

:L 4.67 [.184"]
I* 2.40 [ 0947]

(0#2.0mm(8.078")

b 467 [1847]

«L 2.40 [.0947]

B

6.38 [.251"] 4=—f

638 [.251"] 4o
0,56 [.022"]

061.0mm(#.039")

12.70

[.500"]
6.35 6.35
[.2507] -
601,40£0.05
[9.056™+.002"] \O

N
i
g

el

453 6 50 Bl
[182"] > I
7 i 0%
af =3
2] =2
. 3 2,1
#[@5]/ %o o lof

.

4,25
[167"]

2 & 5 OPTIONAL PCB HOLES FOR STEREO VERSION

6~01.50 [0.059°]

4,75 [,187°]
11.10 [.437"]
17.45 [ .6877]

=+ Panel cutout CL
PCB-Layout (component side)

1143 [.4507]
T

538 - 638
[5255“‘.] [.251*] 121 o
— 055, 4 2
o [oz [ 022 r-r g
g °
Py 41 50 m & 2
sy L o —} 28
= %: O
W D 6 !
o8 2 O———Q
i 01— ) g
240 [oo4"] ——= | B30 ‘l— et
4.67 [.184°] o s
f— 15,80 [ 622] | <
=+ Panel cutout CL
O 01.4mm(.055") O #2.0mm(,079")

www.amphenolaudio.com

ACJM-MV
ACJS-MV
ACJM-MN-2
ACJS-MN-3
ACJM-MN-28
ACJS-MN-38
ACJS-MN-5
ACJM-NV35-XX
ACJM-MV35-XX
ACJS-NV35-XX
ACJS-MV35-XX
ACJM-MIV-2
ACJM-MIV-28
ACJS-MIV-3
ACJS-MIV-38
ACJS-MIV-5

ACJM-MHDR
ACJS-MHDR
ACJM-PHR
ACJM-MHR
ACJS-PHR
ACJS-MHR
ACJM-HHDR
ACJS-HHDR
ACJM-MHDRM
ACJS-MHDRM

ACJS-MHOM
ACJM-MHOM

ACJS-MVD985
ACJM-MVD985

ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888

h [m}mq

o

I
L

o

o o

Lm,s [,sn']J

O®1,5mm(2.059”) + Panel cutout CL

6,25 [.246")

6.25 [245"}1———]
5.0 [.1977]

6.35 [.2507]

4,00 [‘157']—c>—l<1-

O01.5mm(0.059") +Ponel cutoul CL

8.2 [.321"]

6~91,50 [9,0597]
2~02,0 [90797]

% ©3,00 [¢,1187]

- 475 [187°]
7.95 [.315°]
1110 [.437]
17.43 [.6877]

-+ Panel cutout CL
PCB-Loyout (component side)

9.15 [.360"]
5.55 [.219"]
2.65 [.104"]

6~081.4 [6.055"]

PCB LAYOUT

-+ Panel cutout CL

ACJM-PH
ACJM-MH
ACJS-PH

ACJS-MH
ACJM-PC
ACJM-MC
ACJS-PC

ACJS-MC

ACJS-IH
ACJIM-IH

ACJS-MHOP-1
ACJS-PHOP-1
ACJS-HHOP-1
ACJM-MHOP-1
ACJM-PHOP-1
ACJM-HHOP-1

ACJS-NH35
ACJM-NH35

Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

+ 1 -
e ®
380 -
T [1se]
L 11.40 .
[ 4497

°
%
o [
325

- 287

2,5 8 & 11 OPTIONAL PCB HOLES FOR STEREQ VERSION
E OPTIONAL PCB HOLE FOR GROUND TAG

2.30 [.0917] ‘

9.45 [.3727]

5.85 [.230"]
o 295 [116"] N
8 3
o -
g g
3 -

T o el
35, i ”“
RIE -
A o AJ
Lo, o

————0100

s o

i TP O __
13~02.10 [40.08 7.80
[.307]
1415
[.557"]
|-20.50 [.807"]
+ Por

OLES FOR STEREO VERSION
PCB_LAYQUT
oD soc

I__.ns[tsr]

7.95 [.313°]
1110 [4377]
17.45 [ 687]

11.43 [ .450"] j=-
420 [.495'11-—-‘

-+ Ponel cutout CL
PCB-Loyout (component side)

fe—st- 508120071
38112571
50812001 |
Lus 115 ol i
”N 5%
lo 06371 e

]E\d‘

N
- b T
22 ‘/JD_‘Q\ I:| 2010007
020016079°1 50812001

38111507

Lk L1757

P(B-LAYDUT

ACJM-MHD
ACJS-MHD
ACJM-MHDE
ACJS-MHDE
ACJM-MHDEM
ACJS-MHDEM
ACJM-MHDC
ACJS-MHDC
ACJM-MHDCM
ACJS-MHDCM
ACJM-MHDM
ACJS-MHDM

ACJS-MHD985
ACJM-MHD985

ACJS-MHOP
ACJS-PHOP
ACJM-MHOP
ACJM-PHOP
ACJM-HHOP
ACJS-HHOP

ACJM-PVB-2
ACJM-PVB-28
ACJS-PVB-3
ACJS-PVB-38
ACJS-PVB-5
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Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

1/4” PLUGS TECHNICAL DATA

VALUE

GENERAL Number of Contacts
CHARACTERISTICS

2 Pole (Mono)
3 Pole Tip Ring Sleeve (Stereo)

Termination

Solder

Max. Wire Gauge - Stranded Wire

2 Pole (Mono): AWG 1671.5mm2
3 Pole (Stereo): AWG 18~ 1mm2

Flammability rating of insulating plastics

UL94V-0

Solderability, complies with

IEC 68-2-20

Environmental Complies with EU RoHS 2 Directive 2011/65/EU
ELECTRICAL Current Carrying Capacity 10A (Depends on Mating Connector and Cable)
CHARACTERISTICS Typical Contact Resistance Depends on Mating Connector

Insulation resistance (initial) >2GQ

After Damp Heat Test =16Q

Dielectric Withstand Voltage 2 Pole : 1.5 kV dc

3 Pole: 1kVdc

CLIMATIC Protection Class P40
CHARACTERISTICS Operating Temperature -25°C to +70°C (-13°F to 158°F)
MECHANICAL Insertion and Withdrawal Force >10N - <30N
CHARACTERISTICS Mating Cycles Min. of 1000 cycles without any physical damage

Cable 0.D.

- M Series 3mm to 6.5mm (0.118” to 0.256”)

- M Series Il 6.5mm to 8mm (0.256” to 0.315”)
MATERIALS Connector Shell Material Diecast Zinc Alloy EZDA No.3

Connector Shell Finish Satin Nickel or Black Polyester

Insulators UL94 V-0 PBT Resin or Modified PPE Resin and fibreglass laminate

Cable Bushing Santoprene

Contact Plating Brass / Ni over Cu (Copper)

"Approximate weight only, does not include packaging. Please contact us for exact weight for shipping purposes.
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1/4” JACKS TECHNICAL DATA

Plugs & Jacks

1/4” / 3.5mm Phone Jack Connectors

VALUE
GENERAL Number of Contacts 2 Pole (Mono)
CHARACTERISTICS 3 Pole Tip Ring Sleeve (Stereo)
Termination Solder, PCB or Combo
Flammability rating of insulating plastics UL94V-0
Solderability, complies with IEC 68-2-20
Environmental Complies with EU RoHS 2 Directive 2011/65/EU
ELECTRICAL Current Carrying Capacity 10A (Depends on Mating Connector and Cable)
CHARACTERISTICS Typical Contact Resistance =10mQ
Insulation resistance (initial) >2GQ
After Damp Heat Test =103 Meg Q
Rated Voltage 34V
Test Voltage AC RMS: Dielectric Strength 500V
CLIMATIC Protection Class P40
CHARACTERISTICS Operating Temperature -25°C to +70°C (-13°F to 158°F)
MECHANICAL Insertion and Withdrawal Force =10N - <30N
CHARACTERISTICS Mating Cycles Min. of 10,000 cycles
Weight
- Straight 18g (0.039Ib)
- Right Angle 259 (0.055lb)
MATERIALS Connector Housing Nylon PA66 30% Glass Filled
Metal Nut Brass
Plastic Nut Nylon PA66 30% Glass Filled
Washer Fiber / Brass / Nylon PA66 30% Glass Filled
Contact Plating Tin - 4um Min. over 2um Min.Cu (Copper)
Silver - 0.3um Min. over 2um Min.Cu (Copper)
Nickel - 2um Min. over 2um Min.Cu (Copper)
Gold Flash - 0.05um Min. over 2um Min.Cu (Copper)
Contacts Brass / Sn (Tin) over Cu (Copper)

1Approximate weight only, does not include packaging. Please contact us for exact weight for shipping purposes.

www.amphenolaudio.com
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Plugs & Jacks

K Series Plugs (3.5mm)

\W

\\h

K SERIES PLUGS (3.5MM)

Features:

* Mono or TRS (Stereo).

 AX Series inspired shell design.
* Suits Cable 0.D from 2.5mm to 5mm (0.098” to 0.196”)
* Robust diecast shell in Satin nickel or Black finish.

« Nickel or Gold contact plating.

* Flexible grommet cable protection.
 Improved solderability.

* Precision machined contacts.

« Standard or Bulk packaging.

. Options: Black Shell, Gold contacts.
PRODUCT - FIGURE DRAWING Dimensions in mm (inches) | DESCRIPTION VARIATIONS PART NUMBER
49 [1.911"]—— m:; 3.5mm, Standard KM2pP
B c? Mono Phone plug,
35 [1.3707]— 5.8 Diecast Shel, Gold Plated Contacts | KM2P-AU
Satin finish,
q:nj e ||I= Flexible grommet Bulk Pack KM2P BULK
—
49 [1.917]—— %) 3.5mm, Standard KM2PB
. S Mono Phone plug,
35 [1.3707]—= 5.5, Diecast Shell Gold Plated Contacts | KM2PB-AU
Black finish,
ﬁmaﬂj Flexible grommet Bulk Pack KM2PB BULK
[1.911" " ; 3.5mm, Standard KS3P
. s Stereo Phone plug,
35 [1.370°] L Digcast Shell Gold Plated Contacts | KS3P-AU
Satin finish,
m Flexible grommet. Bulk Pack KS3P BULK
[1.9117 o 3.5mm, Standard KS3PB
o Stereo Phone plug,
35 [1.3707] S5, Diecast Shell Gold Plated Contacts | KS3PB-AU
Black finish,
m Flexible grommet Bulk Pack KS3PB BULK
3.5mm, Standard KS3PC
51 [2.008"] oo Stereo Phone plug
—37 [1.467"]—| S with extended shaft for
3.10 [.122"] hh= mobile phones fitted
‘l')V_'th C%VSGLS-" Gold Plated Contacts | KS3PC-AU
= iecast She
aa ‘Amphandl ,
| Black Chrome finish,
Flexible grommet

n CRE BN ToAMPHENOL | ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888
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Plugs & Jacks

K Series Plugs (3.5mm)
K-SERIES
D
S
RS o
PR ¢ N
Qﬁé& & Q@ &a N ©
& & & & &
& & & & & g
F & & & S X
E.G. KS3P-AU BULK
K (Series Prefix), $3(Stereo), Plug, K 83 P B AU BULK
- AU (Gold Plated Contacts), Bulk Packaged.

SERIES PREFIX K = Serigs Prefix
CONTACT TYPE M2 = 2 Pole (mono)

S3 = 3 pole TRS (Stereo)
SHELL TYPE P = Plug Satin Nickel
AND FINISH

PB = Plug Matt Black

PC = Plug Black Chrome
BACKSHELL TYPE Blank = K Series to suit Gable 0.D 2.5mm
AND CABLE CLAMP to 5mm (0.098” t0 0.196”)
CONTACT PLATING | Blank = Nickel Plated Contacts (Standard)

AU = Gold Plated Contacts
PACKAGING Blank = Individual Bags

BULK = Bulk Packed

ISO VIEW OF KS3P
INSERT ASSEMBLY INSULATED TUBE DIECAST BACKSHELL

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +61 3 8796 8888 LA LL L@ AMPHENOL




Plugs & Jacks

K Series Plugs (3.5mm)

3.5mm PLUG TECHNICAL DATA

VALUE
GENERAL Number of Contacts 2 Pole (Mono)
CHARACTERISTICS 3 Pole Tip Ring Sleeve (Stereo)
Termination Solder
Wire Gauge - Stranded Wire 2 Pole (Mono): AWG 16 - 1.5mm2
3 Pole (Stereo): AWG 18 - 1mm2
Flammability rating of insulating plastics UL94V-0
Solderability, complies with IEC 68-2-20
Environmental Complies with EU RoHS 2 Directive 2011/65/EU
ELECTRICAL Current Carrying Capacity >0.5mA (Depends on Mating Connector and Cable)
CHARACTERISTICS Typical Contact Resistance <20mQ (Depends on Mating Connector and Cable)
Insulation resistance (initial) >200M Q
After Damp Heat Test >100M Q
Test Voltage AC RMS: 250VAC
Dielectric Strength
CLIMATIC Protection Class P40
CHARACTERISTICS Operating Temperature -20°C to +65°C (-4°F to +149°F)
MECHANICAL Insertion and Withdrawal Force <20N/ >3N (depends on mating connector)
CHARACTERISTICS | cable 0D. 3mmto 5mm (0.118” to 0.196)
Mechanical Operations 1000 mating cycles
Weight 89 (0.017Ib)
MATERIALS Connector Shell Material (Plugs) Diecast Zinc Alloy EZDA No.3
Connector Shell Finish Satin Nickel or Black Polyester
Insulators PA66
Cable Bushing Santoprene
Contacts Brass
Plating Nickel or Gold Flash

1 Approximate weight only, does not include packaging. Please contact us for exact weight for shipping purposes.
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Applications

* Audio Cables and Snakes
o Amplifiers

* Speakers

* Mixing desks

* Rack mount equipment

* Patch panel

Features / Options — RCA Plugs

and Jacks

« Red, Black, White, Yellow, Blue or Green shell
colours

« Stylish shell design

« Flexible grommet cable protection

« Gold Plated Contacts

Features / Options — Miniature XLR
* 3,4,5, or 6 contacts

« Solder cup

* Printed Circuit Board

« Vertical or Horizontal mounting

* Positive locking latch

* Flexible cable clamp

 Metal cable clamp

« Locking rings

» Chassis front mount

» Chassis middle or rear mount (on request)
» Optional black finish (on request)

Features / Options — 3.5mm Plugs
Phone Jack

* Mono / Stereo TRS

« Solder contacts

* Suits cable 0.D 2.5mm to 5mm

« Stylised shell design

* Flexible cable grommet

* Metal cable clamp

« Nickel or Gold contact plating

« Satin Nickel or Black finish

www.amphenolaudio.com

Cable Clamp Options

RCA Cable Clamp - M-Series, Cable 0.D 3mm
to 6.5mm (0.118” to 0.256")

K-Series, Cable 0.D 3mm to 5mm
(0.118” t0 0.196")

Plugs & Sockets

PLUGS AND
SOCKETS

Amphenol’s plugs and sockets range
continually expands to meet the needs
of our customers. The success of the
M-Series phone plugs led to the RCA
series being developed. The Miniature
XLR range was a natural progression
from our standard XLR series as demand
for smaller interconnects increased.
The latest addition to the range is a
professional grade 3.5mm phone plug
designed for applications that require a
robust interconnect.

Ordering Codes

We have listed the more common ordering codes
in each section. Please contact us if you need
any further assistance.

Simple steps to guide you
in using this catalogue

1) Identify the product group listed in
Contents on page 1 and go directly to
that page number.

2) Each product group cover page then details
information and options available.

3) Refer to the product detail pages and identify
the product you require pictorially.

4) Read the product description column for the
products standard features.

5) Use variations column to determine
your choice.

6) Identify part number.

7) In the event the particular option you require
is not listed please refer to the part number
breakdown page at the end of each section.

8) Please contact us directly if you have any
further problems.

ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +613 8796 8388 [EUERZINVERIe AMPHENOL | n



Plugs & Sockets

RCA Series
Features:
* Stylish design
« Flexible grommet cable protection
 Robust diecast shell
« Gold plated contacts
« Colour coded
* Good solderability
« Quick and easy assembly
* Panel mount utilises standard ‘D’ type housing
Part Number Breakdown: Page 123
PRODUCT - FIGURE DRAWING Dimensions in mm (inches) | DESCRIPTION VARIATIONS PART NUMBER
— RCA Plug, Diecast Red ACPR-RED
3 Shell, Gold plated
62 [2.445"] 2 contacts, Coloured Black ACPR-BLK
o finish, Flexible coloured | veliow ACPR-YEL
< grommet
White ACPR-WHT
—
Amphenol HD Blue ACPR-BLU
—

Green ACPR-GRN
= RCA Plug, Diecast Satin / Red ACPR-SRD
< Shell, Gold plated -

2 contacts, Satin finish, | Satin/ Black ACPR-SBK
“ Flexible coloured Satin / Yellow ACPR-SYL
s grommet

Satin / White ACPR-SWH

Satin / Blue ACPR-SBL

Satin / Green ACPR-SGR

— RCA Jack, Diecast Red ACJR-RED
e Shell, Gold plated
. 2 contacts, Coloured Black ACJR-BLK
54 [2.130"]—— = - ;
® finish, Flexible coloured | vellow ACJR-YEL
2 grommet
White ACJR-WHT
H Amphenol HD Blue ACJR-BLU
|
Green ACJR-GRN
— RCA Jack, Diecast Satin / Red ACJR-SRD
e Shell, Gold plated -
54 [2.130°] 2 contacts, Satin finish, | Sain/ Black ACJR-SBK
' © Flexible coloured Satin / Yellow ACJR-SYL
s grommet
Satin / White ACJR-SWH
—
D p—— mj Satin / Blue ACJR-SBL
|

Satin / Green ACJR-SGR

[ ] RCA Plug, Shortened Red ACPL-CRD

50.5 [1.988"]— ) Diecast Shell, Gold
N 3
55 plated contacts, Black | Back ACPL-CBK
s, | Chrome finish, Yellow ACPL-CYL
Flexible coloured

= S grommet White ACPL-CWH
< M‘”“% g Blue ACPL-CBL

Green ACPL-CGR

NOTE: RCA Series comply with EU RoHS 2 Directive 2011/65/EU
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Plugs & Sockets

RCA Series
PRODUCT - FIGURE DRAWING Dimensions in mm (inches) | DESCRIPTION VARIATIONS PART NUMBER
—— 19 748717 e e Red ACJD-RED
- or t. | RCA Jack, Diecast Black ACJD-BLK
§ Ep Hﬂb 35 | Shell, Gold plated Yellow ACJD-YEL
5 v °F ‘ “r contacts, Nickel : -
| finish shell, coloured | White ACJD-WHT
. 1. [MJ insulator. Blue ACJD-BLU
TEv6 e Green ACJD-GRN
NOTE: RCA Series comply with EU RoHS 2 Directive 2011/65/EU
PART NUMBER BREAKDOWN
M SERIES RCA &S &
R & &
=6 I;\\((::P(Fé-ei:iig grltjalf]:) Plug, R(Shell type), RED (Shell and Grommet Colour), AC | PR |- RED BULK
Bulk Packaged.
SERIES PREFIX AC = Series Prefix J
CONTACT TYPE J = RCA Female Jack
P = RCA Male Plug
SHELL TYPE R = Regular Shell Length
L = Short Shell Length
D = Chassis Jack ‘D’ Shell
SHELL AND RED = Red, Red Grommet
GROMMET COLOUR BLK = Black, Black Grommet
YEL = Yellow, Yellow Grommet
WHT = White, White Grommet
BLU = Blue, Blue Grommet
GRN = Green, Green Grommet
SRD = Satin Nickel,Red Grommet
CRD = Black Chrome, Red Grommet
SBK = Satin Nickel, Black Grommet
CBK = Black Chrome, Black Crommet
SYL = Satin Nickel, Yellow Grommet
CYL = Black Chrome, Yellow Grommet
SWH = Satin Nickel, White Grommet
CWH = Black Chrome, White Grommet
SBL = Satin Nickel, Blue Grommet
CBL = Black Chrome, Blue Grommet
SGR = Satin Nickel, Green Grommet
CGR = Black Chrome, Green Grommet
NOTE: Denotes colour of insulator only on shell type D,
Chassis Jack ‘D’ Shell. Shell finish is Nickel.
PACKAGING Blank = Individual Bags
BULK = Bulk Packed

www.amphenolaudio.com ENTERTAINMENT INTERCONNECT CATALOGUE - Amphenol Australia Pty Ltd +613 8796 8388 [EUERZINVERIe AMPHENOL | n



Plugs & Sockets

RCA Series

RCA TECHNICAL DATA

VALUE

GENERAL Number of Contacts 2
CHARACTERISTICS | Termination Solder

Max. Wire Gauge - Stranded Wire AWG 14 - 2.5mm?

Flammability rating of insulating plastics UL94V-0

Solderability, complies with IEC 68-2-20

Environmental Complies with EU RoHS 2 Directive 2011/65/EU
ELECTRICAL Current Carrying Capacity 10A (Depends on Mating Connector)
CHARACTERISTICS Typical Contact Resistance <10mQ (Depends on Mating Connector)

Insulation resistance (initial) >26Q

After Damp Heat Test > 103 Meg Q

Dielectric Strength 1500 V dc
CLIMATIC Protection Class P40
CHARACTERISTICS | operating Temperature -25°C 10 +75°C (-13°F to +167°F)
MECHANICAL Insertion and Withdrawal Force =10N - <30N (depends on mating connector)
CHARACTERISTICS | cable 0.0. 3mm to 7mm (0.118” to 0.275”)

Mechanical Operations 500 mating cycles

Weight

- Cable Mount 189 (0.039Ib)

- Panel Mount 30g (0.0661b)
MATERIALS Connector Shell Material (Plugs) Diecast Zinc Alloy EZDA No.3

Connector Shell Finish Satin Nickel or Coloured Polyester

Insulators PAG6

Cable Bushing Thermoplastic Polyurethane

Contacts Brass Alloy

Plating Gold Flash

" Approximate weight only, does not include packaging. Please contact us for exact weight for shipping purposes.
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