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SHOWN HEREON ARE THE PROPERTY OF
THE AMPHENOL CORPORATION. NO RIGHTS
OF REPRODUCTION ARE IMPLIED. ALL
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CUSTOMER:

NEXT ASS'Y:

Clinton Township, MI 48036
X

ECO-MATE,PIN CONTACT,
STAMPED, 18-22 AWG, SIZE 20

B A7
1 1NONE

ADD THE G5 PART NUMBER JAN-28-19 BLINKA2

CHANGE HAND CRIMPER NOV-8-19 FLANA3

CHANGE STAINLESS STEEL HOOD OCT-25-22A4

AUG-09-23 RONALDA5 CHANGE THE WIRE RANGE

NOV-8-24A6 UPDATE THE SECTION A-A JUN

INSTRUCTIONS FOR ADDING PACKING QTY FEB-20-25 ALLENA7 TOMMY
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NOTES：(UNLESS OTHERWISE SPECIFIED)
1. MATERIAL：

1.1. CONTACT BODY：COPPER ALLOY.
1.2. OUTER SPRING：STAINLESS STEEL.

2. SPECIFICATIONS：

2.1 CURRENT RATING：5A MAX.
2.2 TERMINATION TYPE：CRIMPING.
2.3 WIRE RANGE：18~22AWG.
2.4 WIRE INSULATION DIA(MAX)：Ø2.6mm.

3. RoHS COMPLIANT.
4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.
5. AVAILABLE TOOLS：

5.1 HAND CRIMPER：MFX-3958.
5.2 CRIMP APPLICATOR：MFX-3957.
5.3 EXTRACTION TOOL：QXRT20.

SP20W2F

CONTACT PLATING(MATING AREA)P/N

SP20W2G10

SP20W2G15

SP20W2G30

GOLD FLASH PLATING OVER NICKEL.

10μ"GOLD PLATING OVER NICKEL.

15μ"GOLD PLATING OVER NICKEL.

30μ"GOLD PLATING OVER NICKEL.

SP20W2T TIN PLATING OVER NICKEL.

SP20W2G5 5μ"GOLD PLATING OVER NICKEL.

SP20W2N NICKEL PLATING OVER COPPERIZE.

CONTACT ORIENTATION ON ROLL

(3000PCS / REEL)
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