7(178mm)REF

TETHER
MATERIAL:RUBBER
COLOR:BLACK

PART NUMBER CHART

PART NUMBER
AHDC169-T-OBDBK

CAP COLOR
BLACK

GREEN AHDC169-T-OBDGN

NOTES: UNLESS OTHERWISE SPECIFIED

1. COMPATIBLE WITH AHD SERIES 9 POSITION RECEPTACLES.
2.MOISTURE RESISTANCE: IP67 (MATED CONDITION )
3.ALL COMPONENTS ARE RoHS COMPLIANT.

4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

REVISIONS
REV | ECO DESCRIPTION DATE BY | APPR
A3 - RELEASE NEW DWG FORMAT 03SEP13 JARRY
A4 - ADDED COLOR CHART& GREEN COLOR 23SEP14 JAH
AS = INCREASE THE SPECIAL-SHAPED HOLE FOR AHDC-09T |~ 02NOV20 VITO | TOMMY
A6 - ADDED IP RATING 02-NOV-21 | RONALD | TOMMY
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1 AHDC-09T TETHER —
1 AHDC-16-9-OBDXX CAP 8
QUANTITY PART NUMBER DESCRIPTION ITEM | —

MATERIALS LIST

UNLESS OTHERWISE SPECIFIED

1) Al are in
2) Tolerances are as follows:
1 PL DEC £0.30
2 PL DEC $0.15
3 PL DEC +0.08

3) Note reference = A

Fractions +1/6.
Angles £1°

SIGNATURES DATE
SRAMRRONALD | oNOV-2t Al n p h eno I
e ORION 03-NOV-21 Sine Systems - www.amphenol-sine.com
ENGINEER: 44724 Morley Drive
APPROVAL TOWNY HNOV2! Clinton Township, MI 48036

MATERIAL SPECIFICATIONS:

PROCESS SPECIFICATIONS
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