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MATERIAL:

HOUSING: THERMOPLASTIC, BLACK
SEAL: SILICONE RUBBER,RED
BOLT: STAINLESS STEEL

CLIP: STAINLESS STEEL

. MODIFICATIONS: NORMAL DIAMETER WIRE SEAL.

. SPECIFICATIONS:

3.1 CURRENT RATING: 7.5 AMPS MAX.

3.2 OPERATING TEMPERATURE: -55°C TO +125°C

3.3 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2
MILLIAMPS CURRENT LEAKAGE @ 1500 VOLTS AC

3.4 INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 25°C

3.5 MOISTURE RESISTANCE:
P68 ( IM OF WATER FOR A PERIOD OF 24 HOURS, MATED
CONDITION );

3.6 MATING CYCLE DURABILITY: 100 CYCLES

3.7 RoHS COMPLIANT

4. MATING PART: ARC20-50Px* & ARC22-50Px* RECEPTACLE

(x=01,02,03...,10 KEYS ; * = ALL MODIFICATIONS)

ASEE CHART-1 FOR ALL KEY ORIENTATION

CONTACT SIZE AND REAL SEAL WIRE RANGE

36.0£06

CONTACTSIZE | MIN.INSUL | MAX.INSUL|  TYPICALWIRE
0.D. o.D. RANGE
20 1.016mm | 2413mm 16-20 AWG
(.040in) | (.095in) (1.0-0.5 mm?)

7. PLUG IS SUPPLIED WITH DUST CAP (NOT SHOWN)

RECOMMENDED RETAINING BOLT TORQUE: 25-28 IN-LB [2.82-3.16NM]

9. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY

REVISIONS
REV ECO DESCRIPTION DATE BY APPR
A1 - RELEASE NEW DRAWING 02/AUG/24 | KELIN | TOMMY
A2 - REVISE THE KEY 07,08,09,10 FEATURE 06/MAR/25 KELIN | TOMMY
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REFERENCE DRC26-50S01, DRC26-50S02, DRC26-50S03, DRC-26-50S04, DRC26-50S05, DRC26-50S06.
SEE CHART-1 DRC26-50507, DRC26-50S08, DRC26-50509, DRC26-50810
QUANTITY PART NUMBER DESCRIPTION ITEM
MATERIALS LIST
UNLESS OTHERWISE SPECIFIED
SIGNATURES | DATE
LT Amphenol
2) Tolerances are as follows: DRAWN: KELIN 05/MAR/25
1PLDEC0.30 | Fractions +1/64 |
g:t SES&‘: Angles &4 SULLENZHANG | 06IMARIZS Sine Systems - www.amphenol-sine.com
3) Note reference = ENGINEER: 44724 Morley Drive
Clinton Township, Ml 48036
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