REQUIRES CONTACT
RETENTION WEDGE AWSP

AKEVWAV (2) PLACES

NOTES: UNLESS OTHERWISE SPECIFIED

/A\SEE SHEET 2 FOR KEY ARRANGEMENTS AND COLORS

2. MATERIAL:
HOUSING: THERMOPLASTIC
SEAL: SILICONE RUBBER

3. MODIFICATIONS: STRAIN RELIEF END CAP;
REDUCED DIA. WIRE SEAL

4. SPECIFICATIONS:
4.1 CURRENT RATING: 13 AMPS.

4.2 OPERATING TEMPERATURE: -55°C TO +125°C

4.3 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2
MILLIAMPS CURRENT LEAKAGE @ 1500 VOLTS AC.

4.4 INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 25°C.

4.5 MOISTURE RESISTANCE: IP68 ( IM OF WATER FOR A
PERIOD OF 24 HOURS, MATED CONDITION );

1P6IK( MATED CONDITION )
4.6 MATING CYCLE DURABILITY: 100 CYCLES
4.7 RoHS COMPLIANT

5. MATING PART: AT06-08SX" PLUG
(X=ABCDKEYS;

6. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

= MODIFICATIONS AND COLORS )

/A\CONTAGT SIZE AND REAR SEAL WIRE RANGE:

REVISIONS
ReV | ECO DESCRIPTION DATE | BY [APPR
s - RELEASE NEW DRAWING FORMAT | 11DECTs | DRP | -
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A5 - "ADDED DATE CODE FEATURE 17DEC2025 | JHEAD | DH
REDUCED DIAMETER
WIRE SEAL
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CONTACT | MIN. INSUL | MAX.INSUL | _ TYPICAL

size oo. 0OD. | WIRE RANGE
T3mm | 305mm

° (os3in) | (120im) | 14-20AWG

RECEPTACLE, 8 PIN, AT SERIES, KEYED, STRAIN
RELIEF END CAP, REDUCED DIAMETER SEAL

=

[5V 1o ] OGESHSBOTOLY _onowa | 510

1Y NgE T

e

R SRS

bow

[

B

C-

one | T 7

ATO4-08PX-SR2XX  |AS
- 2




KEYWAY —
(2) PLACES

PIN AT04-08PA-SR2GY
KEY-A CONFIGURATION
STANDARD COLOR: GREY

KEY-A CONFIGURATION
COLOR | PARTNUMBER
*GREY AT04-08PA-SR2GY
BLACK | AT04-08PA-SR2BK
GREEN | AT04-08PA-SR2GN
BROWN | AT04-08PA-SR2BR
NOTE:

AN ASTERISKS (* ) PLACED BEFORE THE COLOR DENOTES THE STANDARD
MOLDED COLOR OF THE CONNECTORS SHOWN ABOVE. STRAIN RELIEF END
CAPS ARE AVAILABLE IN BLACK ONLY.

PIN AT04-08PB-SR2BK
KEY-B CONFIGURATION
STANDARD COLOR: BLACK

YWAY
(2) PLACES

KEY-B CONFIGURATION
COLOR | PART NUMBER
GREY AT04-08PB-SR2GY

#BLACK | AT04-08PB-SR2BK
GREEN | AT04-08PB-SR2GN
BROWN | ATO4-08PB-SR2BR

OTHER COLORS SHOWN ARE AVAILABLE VIA SPECIAL ORDER.

KEYWAY:
(2) PLACES

REVISIONS

[ Rev [ eco |

DESCRIPTION

[ ome [ v [mm

P/N AT04-08PC-SR2GN

KEY-C CONFIGURATION
STANDARD COLOR: GREEN

KEY-D CONFIGURATION
STANDARD COLOR: BROWN

PIN AT04-08PD-SR2BR

(2) PLACES
KEV-G CONFIGURATION KEY-D CONFIGURATION

COLOR PART NUMBER COLOR PART NUMBER

GREY AT04-08PC-SR2GY GREY 'AT04-08PD-SR2GY

BLACK AAT04-08PC-SR2BK. BLACK AAT04-08PD-SR2BK

* GREEN /AT04-08PC-SR2GN GREEN AT04-08PD-SR2GN
BrROWN | ATox08pC srasR *BROWN | AToraspoRaSR
QUANTITY] _ PART NUMBER DESCRIPTION Trew
MATERIALS LIST
= | Amphenol

GV 150 | XQUSXBOTOLY _onono | EWE
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Clinton Township, i 48036

RECEPTACLE, 8 PIN, AT SERIES, KEYED, STRAIN
RELIEF END CAP, REDUCED DIAMETER SEAL
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