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3. SPECIFICATIONS:

@
\\;&
RESERVOIR
3.1 CURRENT RATING: 13 AMPS

3.2 OPERATING TEMPERATURE: -55°C TO +125°C

3.3 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2
MILLIAMPS CURRENT LEAKAGE @ 1500 VOLTS AC.

3.4 INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 25°C.

3.5 MOISTURE RESISTANCE: IP67 ( MATED CONDITION )

3.6 MATING CYCLE DURABILITY: 100 CYCLES

3.7 RoHS COMPLIANT

Iz

NOTES: UNLESS OTHERWISE SPECIFIED

1. MATERIAL:
HOUSING: THERMOPLASTIC; COLOR: BLACK
CONTACT: COPPER ALLOY

2. MODIFICATIONS: PCB MOUNT
NON-J1939 KEY

4. MATING PART: AT06-3S* PLUG (* = MODIFICATIONS AND COLORS )
5. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

6. POTTED CONNECTORS SPECIFIED FOR UP TO 5 P.S.I. APPLICATIONS.
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ATO04-3P-BMXXJ1939 VARIANTS
PLATNG | INREStRVOR | PARTNUMBER
GoLD NOPOTTING | ATO4-3P-BMOTP
GoLD POTTING ATO4-3P-BMO2P
NICKEL NOPOTTING | ATO4-3P-BMO3P
NICKEL POTTING AT04-3P-BM04P
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QUANTITY

MATERIALS LIST

UNLESS OTHERWISE SPECIFIED

SIGNATURES | DATE

1) Al are in

2) Tolerances are as follows

1 PL DEC £0.30
2 PL DEC %0.15
3 PL DEC +0.08

3) Note reference =

Fractions +1/64
Angles +1°
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