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REVISIONS
REV | ECO DESCRIPTION DATE BY | APPR
A1 RELEASE NEW DRAWING AUG/23/23 | LYNCH | TOMMY
A2 ADD RIB AND DIMENSION DEC/27/23 | LYNCH | TOMMY
A3 MODIFIED DRAWING TITLE 17APR24 | JHEAD | DH

NOTES: UNLESS OTHERWISE SPECIFIED

1. MATERIAL: SHELL: THERMOPLASTIC; COLOR: BLACK
2.USE WITH AT06-4S*-XXX, *=ALL KEYS, XXX= ALL MODIFICATIONS WITHOUT END CAP
3.CABLE EXIT DESIGNED FOR CORRUGATED TUBE NW 6,7.5,8.5 AND 10.

4. RoHS COMPLIANT

5. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.
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MATERIALS LIST

UNLESS OTHERWISE SPECIFIED

SIGNATURES | DATE

1) Al are in
2) Tolerances are as follows
1PLDEC $0.30 | Fractions +1/64
2 PLDEC %0.15 | Angles +1°

3 PL DEC %0.08

3) Note reference =

ORAMNE T LYNCHPAN | DECI27I23

Amphenol

CHECKED GLLENZHANG | DECI28123

ENGINEER:

Sine Systems - www.amphenol-sine.com
44724 Morley Drive
Clinton Township, MI 48036

FPPROVALTOWYXE | DECI9I23

MATERIAL SPECIFICATIONS:

WEIGHT: 629

CUSTOMER:

THIS DRAWING IS SUPPLIED FOR

PROCESS SPECIFICATIONS:

INFORMATION ONLY. DESIGN FEATURES,

BACKSHELL, PLUG, 4 POS, AT

STRAIGHT, BLACK
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REVISION

NEXT ASSY:

MANUFACTURING VARIATIONS.
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