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SECTION A-A

PARTNO: SHELL A B C D E
RBOO0119-10 10 162 143 120 10.85 182
RBOD119-12 12 08 183 120 13.15 28
RBOOO119-14 14 %0 15 120 1475 %0
RBOO0119-16 16 10 U8 120 16.25 290
RBO00119-18 18 310 a8 120 180 30
RBO00119-20 ] U1 30 120 197 364

REVISIONS

REV | ECO DESCRIPTION DATE BY | APPR
B1 - RELEASED DRAWING Oct-20-2014 Ben Tommy
B2 - Modify Notes Sep-6-2016 Ben Tommy
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NOTES : (UNLESS OTHERWISE SPECIFIED)
1. MATERIAL : 8
DUST CAP : SILICONE RUBBER. 1S
2. SPECIFICATIONS : W
2.1 OPERATING TEMPERATURE : -40°C ~ +125°C. <
2.2 MATING CYCLES DURABILITY : 500 CYCLES MIN. |
2.3 PROTECTION: IP54. G
2.4 RoHS COMPLIANT. m
3. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY. ol
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VATERIAL SPECIFICATIONS Tommy Oct-20-2014
CUSTOMER: ECO-MATE,RUBBER
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