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NOTES: (UNLESS OTHERWISE SPECIFIED)
1. MATERIAL:
SHELL: ZINC ALLOY, NICKEL PLATED.
INSERT: THERMOPLASTIC, UL94 V-O.
COUPLING NUT: AL ALLOY, NICKEL PLATED.
WAVE WASHER: STAINLESS STEEL.
O-RING: NBR/SILICONE RUBBER.
2. SPECIFICATIONS:
2.1 RATED CURRENT:
2.1.1 STAMPED CONTACT: 5A (MAX) .
212 MACHINED CONTACT : 7.5A (MAX) .
2.2 RATED VOLTAGE: 250V (AC/DC) .
2.3 OPERATING TEMPERATURE: SEE CHART.
24 DIELECTRIC WITHSTANDINGVOLTAGE: LESS THAN
2 MILLIAMPS CURRENT LEAKAGE@1500 VOLTS AC.
25 INSULATION RESISTANCE: 5000 MEGOHMS MIN.
26 IP--CLASS: IP67.
2.7 MATING CYCLES DURABILITY: 500 CYCLES MIN.
2.8 RoHS COMPLIANT.
3. SUITABLE CONTACTS : 20# CONTACTS.
4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

MASTER KEYWAY

3LIL ‘

1350085049 ‘01 32/5'9NTd'ALYN-003

ON OMd ‘

bso| Vs [€8m | HSO0IOMOLY

REVISIONS
REV | ECO DESCRIPTION DATE BY | APPR
B1 RELEASED DRAWING JUN-26-2014| BEN | TOMMY
B2 MODIFY THE INSERT LETTER LOCATION | MAY-20-2016| BEN | TOMMY
B3 UPDATE RATED VOLTAGE NOV-11-2022| JUN | TOMMY
PART NUMBER
KEY POS
-40°C ~ 105°C -40°C ~ 125°C
N RTOW6106SNH RTOW6106SNH03
w RTOW6106SWH RTOW6106SWH03
X RTOW6106SXH RTOW6106SXH03
Y RTOW6106SYH RTOW6106SYHO03
z RTOW6106SZH RTOW6106SZH03
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