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DESCRIPTION

DATE BY | APPR

A1l

FIRST RELEASE

21-Nov-14 Tod TOMMY

A2

- UPDATE WIRE SPECIFICATIONS

03-Apr-25 KEVIN [ TOMMY

NOTES: UNLESS OTHERWISE SPECIFIED

1. MATERIAL: COPPER ALLOY, GOLD PLATED

2. SPECIFICATIONS:
2.1 RATED CURRENT: 7 AMPS
2.2 CONTACT RESISTANCE: <5 milliohm
2.3 AVAILABLE WIRE RANGE: 18~24AWG
2.4 RoHS COMPLIANT

3. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

‘ON OMa |

QUANTITY

PART NUMBER [

DESCRIPTION

[ mEm

| L 40 | L ‘HS |ZV¢/\3EI |

MATERIALS LIST

UNLESS OTHERWISE SPECIFIED
UNLESS OTHERWISE SPECIFIED SIGNATURES | DATE
Han o ‘\ m h eno I
2) Tolerances are as follows: DRAWN KEVIN | 03-Apr-25
1PLDEC0.30 | Fractions
2 PL DEC 0.15 :rd- ,1-“ CHECKED: ORION 07-Aor-25 - -
3 PL DEC 0,08 -Apr- Sine Systems - www.amphenol-sine.com
3) Note reference = ENGINEER 44724 Morley Drive
Clinton Township, MI 48036
APPROVAL .
TRTERIAL SPECFICATIONS TOMMY | 08-Apr-25

PROCESS SPECIFICATIONS.
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