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CONTACT ORIENTATION ON ROLL
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NOTES: (UNLESS OTHERWISE SPECIFIED) SECTION A-A j i
1. MATERIAL: ] |
1.1. CONTACT BODY: COPPER ALLOY. i |
1.2. OUTER SPRING: STAINLESS STEEL. ! '
2. SPECIFICATIONS: ? L
2.1 CURRENT RATING: 23A MAX. 39— ,44%%,7,7,7,7,1¥127, _
2.2 TERMINATION TYPE: CRIMPING. I
2.3 WIRE RANGE: 14~12AWG.
2.4 WIRE INSULATION DIA(MAX): @4.3mm. 184 280!
3. RoHS COMPLIANT. ' .
4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY. 10.80
P/N CONTACT PLATING(MATING AREA)
SP12A1T TIN PLATING OVER NICKEL. QUANTITY|  PART NUMBER DESCRIPTION ITEM
SP12A1F GOLD FLASH PLATING OVER NICKEL MATERIALS LIST
: DA s o | ' CNATURES | DATE Amphenol
SP12A1G10 | 10p"GOLD PLATING OVER NICKEL. YToerancse arocatolows: MEN  |FEB202
2 DEC i | Angles 1 CHECKED™  ORION | FEB-21-25 Sine Systems - www.amphenol-sine.com
SP12A1G15 15u"GOLD PLATING OVER NICKEL. 3) Nota referenca = A ENGINEER. 44724 Morley Drive
e Clinton Township, MI 48036
SP12A1G30 | 30u"GOLD PLATING OVER NICKEL. TOWNY | FEB2I25
M CUSTOMER ECO-MATE,PIN CONTACT,
THIS DRAWING IS SUPPLIED FOR STAMPED, 14-12AWG, 2.5mm CONTACT
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